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"INDUSTRIAL PANEL DUARD WIE | EIRS

— 112" 212" 32" 472" sizes

The Modutec PB Series was designed to meet the
expressed need of many customers for meters with a
hard-hitting, big-dial-area “industrial” look.

PB Series meters are available in the sizes shown above,
and in all the types and ranges. Mounting stud configu-
ration complies with ANSI standards: number of studs is
as follows: 112" meters - 2 studs; 22" and 3" meters-
3 studs; 42" meters - 4 studs. Meters in sizes 12",
2", and 3'%%" will be supplied in 4-stud version at nb
extra cost — see note below.

AC meters in this series are offered in both dArsonval
(rectifier type) and iron-vane versions. The latter have
the virtue of greater standard accuracy and relative
insensitivity to input distortion, while the rectifier type
is less affected by frequency variations.

Options: Many desirable options are available at

modest additional cost. These are described on pages
39-43.

4PB

Side view: typical

0 | 204
015 | 112
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7 200 ’ 2-stud panel cutout

SPECIFICATIONS

PB Series meters meet or exceed
the performance requirements of
ANSI C39.1. Their specifications
are identical with those of the S
Series (page 3) except:

Scale arc: 90°

Scale lengths:

1%2" meters - 1.26"
212" meters - 2.10"
32" meters - 2.90"
42" meters - 4.00"

@®

TYPES AVAILABLE
(UL recognition optional)

BC: Microammeters
Microammeters, logarithmic
Microammeters, supressed zer
Milliammeters
filliammeters, suppressed zern
Ammeters
Millivoltmelers
Voltmeters
Voltmeters, expanded scale
Null meters

l&.lm—me type, rectifier type:
Milliammeters
Ammeters
Voltmeters
Voltmeters, expanded scale

Pyrometers
Elapsed Time melers

Frequency meters

Rear view: 2PB, 3PB

Rear view: 1PB, 4PB

I —B |

3-stud panel cutout

4-stud panel cutout

] B"LEADS

3)4’Elapsed Time Meter

NOTE ON MOUNTING
CONFIGURATION

PB series meters are normally furnished
for mounting as shown above. If 4-stud
mounting of 1%", 2%", or 3%2" meters
is required, add the suffix letter “B"tothe ~
catalog number. There is no added
charge for this option.
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age 53)

1PBS-DAA-75U75 FEL 1 3PBS-DAA-75U75 j “4PBS-DAA-TSLITS |
1PBS-DAA-1H1 FEL > i IHE 3PBS-DAA-1H 1 ' 4PBS-DAA-VHI
1PBS-DAA-2HZ FEL L > A2} S FBEE: 3PBS-DAA-ZHZ | APBS-DAA-SHI
1PHS-DAA-3H3 FEL e / v i 3PBS-DAA-3H3 F APBS-DAA-3HA
1PES-DAA-4H4 FEL i BS-DAA4HA '~ FEL* 3PBS-DAA-4H4 i 4PBS.DAA-1HA
1PBS-DAA-5H5 FEL 3 \ JERL: 3PBS-DAA-5HS | 4PBS-DAA-SHS

1PB-DMV-050 _ R 3PB-DMV-050
1PB-DMV-100 3PB-DMV-100

1PB-DMV-50U50 ‘a, 3PB-DMV-50U50
IPB-DMV-1H 1 - 3PB-DMV-1H1

1PB-DW-001 : 'FE : 3IPB-DVV-001
1PB-DVWV-0015 : 3IPB-DW-0015
1PB-DWV-002 F i : 3IPB-DW-002
1PB-DW-003 i FEZ IPB-DW-003
1PB-DW-005 3PB-DW-005
1PB-DW-010 2 3IPB-DW-010
1PB-DW-015 7 3PB-DW-015
1PE-DW-020 : b 3PB-DW-020
1PB-DW-025 - 3 3PB-DWV-025
1PB-DWV-030 Ft : 3PB-DW-030
1PB-DW-040 : ; » 3PB-DW-040
1PB-DWV-050 ¥ y . 3PB-DWV-050
1PB-DW-075 £ ’ 3PB.DW-075
1PB-DWV-080 i i 3 3PB-DWV-080
1PB-DVW-100 : : 1 - 3PB-DW-100
1PB-DVV-150 AR Y 3PB-DWV-150
1PB-DVV-200 { ] 3PB-DWV-200
1PB-DW-250 de 3PB-DW-250
1PB-DWV-300 el V=30 LF 3PB-DW-300
1PB-DW-500 3 0 3PB-DW-500
1PB-DVV-600 FEL 3PB-DVV-600
1PB-DW-750 &i ¥ 3PB-DVV-750
1PB-DWV-1000 - : ) oA 1 3PB-DWV-1000

1PB-DVV-5U5 -5 i 3PB-DWV-5U5
1PB-DW-10U 10 51 : 3PB-DW-10U 10
1PB-DW- 15015 3PB-DW-15U15
1PB-DW-25U25 EEES T 3PB-DW-25U25
1PB-DW-50U50 i ; 4 3PB:DWV-50U50
1PB-DVV-1H1 g 3PB-DW-1H1
1PB-DW-1.5H1.5 2 3PB-DW-1.5H1.5
1PB-DW-3H3 ; 3PB-DWV-3H3
1PB-DVV-5HS Sy £ 3PB-DVWV-5H5
1PB-DWV-6HB : IPB-DVV-6HE

3PB-DVX-005-10 FFH
3PB-DVX-012-10 FFH
3PB-DVX-015-10 FFH
3PB-DVX-028-10 FFH
3PB-DVX-048-10 FFH
3PB-DVX-120-10 FFH
3PB-DVX- 150-10 FFH
3PB-DVX-300- 10 FFH

be supplied on special ordar. In addit 8 I3 ricted to £5% around the nominal so as.
gn be widened to £20% with a reducti :
£




PB SERIES

Surface
mount

AC MILLIAMMETERS&AMMETERS Taut band mowngcoul High torgue, rugged

All AC milliammeters and AC ammeters are available in high torque versions with identical ranges and terminal resistance. To order add the prefix letter *'T'" to the
model number and add 10% to the price.

AC AMMETERS—iron vane; Self- contamed 60Hz nommal mput [60-400Hz range]

3PB-AAC-001
3PB-AAC-0015
3PB-AAC-002
3PB-AAC-003
3PB-AAC-005

3APB-AAC-010
3PB-AAC-015
3PB-AAC-020
3PB-AAC-025
3PB-AAC-030
3PB-AAC-050

3PB-AACX-060
3PB-AACX-075
3PB-AACX- 100
3PB-AACX-150

3PB-AACX-300
3PB-AACX-500
3PB-AACX-600
3PB-AACX-800
3PB-AACX-1000
3PB-AACX-1500
3IPB-AACX-2000

licated, for usa with external current

1PB-AW-003 T2 1 i e 3PB-AW-003
1PB-AW-005 ) 3PB-AVV-005
1PB-AW-010 3 3PB-AW-010
1PB-AW-015 3PB-AW-015
1PB-AW-025 f 3PB-AW-025
1PB-AW-050 3PB-AW-050
1PB-AW-100 2 3IPB-AW-100
1PB-AWV-150 T 3IPB-AW-150
1PB-AWW-300 IPB-AW-300
1PB-AW-500 3PB-AVV-500
1PB-AW-600 LG EN 3PB-AW-600

1PBAVYX. 1300 i bl 3PB-AWx 1500
1PB-AVVX-3000 _ iwis. § 3PB-AWX-3000

3IPB-AVX-115-10
3PB-AVX-230-10
3PB-AVX-115-20
3PB-AVX-230-20

-"ACMVOL'I":MET"E'RS—Taut band, moving-c'oil: High torque ruggedized movements

AC voltmeters in high torque versions with identical range and terminal resistance. To order add the prefix “T" to the model number and add 10% to the price.

ACVOLTMETERS-—Iron vane: Self- uontamed 60Hznomma|mput[5OHZW|th slightly reducedaccuracy]

i . 3PB-AVC-003
&4 : 3PB-AVC-005
3PB-AVC-010

3PB-AVC-015

3PB-AVC-030




