
SURFACE MOUNT FAST SWITCHING DIODE   

 

Features 
● High Conductance 
● Fast Switching Speed 
● Surface Mount Package Ideally Suited for 

Automatic Insertion 
● For General Purpose Switching Application 
● Plastic Material – UL Recognition Flammability 

Classification 94V-O 

Mechanical Data 
● Case: SOT-23, Molded Plastic  

● Terminals: Plated Leads Solderable per 
MIL-STD-202, Method 208 

● Polarity: See Diagram 
● Weight: 0.008 grams (approx.) 

Maximum Ratings @T A =25°C unless otherwise specified 

 

BAW56 / BAV70 / BAV99 
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e g a t l o V d r a w r o F m u m i x a M V F 

I @ 5 1 7 . 0 F A 1 0 0 . 0 = 
I @ 5 5 8 . 0 F A 1 0 . 0 = 

I @ 0 . 1 F A 5 0 . 0 = 
I @ 5 2 . 1 F A 5 1 . 0 = 

V 

V 5 2 t a t n e r r u C e s r e v e R C D m u m i x a M I R 5 . 2 µA 

) 1 e t o N ( e c n a t i c a p a C n o i t c n u J m u m i x a M C J 4.0  p 

) 2 e t o N ( e m i T y r e v o c e R e s r e v e R m u m i x a M T R R 0 . 4 s n 

e c n a t s i s e R l a m r e h T l a c i p y T R θ A J  357  O W / C 

e g n a R e r u t a r e p m e T n o i t c n u J T J 125 + o t 5 5 - O C 

NOTE : 1. Reverse Bias Voltage = 0. f=1MHz 
            2. I  F =10mA to I  R =1mA. V R =6V. Load=100 Ω
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A 2 . 8 0 0 3 . 0 4 0 

B 1 . 2 0 0 1 . 4 0 0 

C 0 . 8 9 0 1 . 1 1 0 

D 0 . 3 7 0 0 . 5 0 0 

G 1 . 7 8 0 2 . 0 4 0 

H 0 . 0 1 3 0 . 1 0 0 

J 0 . 0 8 5 0 . 1 7 7 

K 0 . 4 5 0 0 . 6 0 0 

L 0 . 8 9 0 1 . 0 2 0 

S 2 . 1 0 0 2 . 5 0 0 

V 0 . 4 5 0 0 . 6 0 0 
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RATINGS AND CHARACTERISTIC CURVES 
BAW56 / BAV70 / BAV99 

RECTIFICATION EFFCIENCY MEASUREMENT CIRCUIT 
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